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​ ​ ​ ​ Over View 
The Unit rests on a concrete slab cast for the purpose at a specific level below the 
Cycleway Surface 

Check for buried services should be carried out before excavation 

The slab should be cast from C30 Concrete minimum 

The slab should not be less than 100mm thick 

Blinding suitable to the site should be installed 

On some sites a sheet of reinforcing mesh may be used but should be a minimum of 
75mm below the slab surface 

The slab should have been allowed to cure for at least 72 hours before installation 

The slab should be flat 

The slab should be at least 50mm larger than the unit in all directions. 

Clients should decide on site specific drainage. 

The Alert Grid is supplied assembled. 

Installers should be selected who are thorough and can be trusted to look after the 
fixings which hold the unit together while they strip it to install it and refit these 
correctly 

On each side of the unit is a square steel tube with an anti slip surface. These are 
the Packing Blocks. 

The Packing Blocks are retained with 2 screws per unit. Remove these and securely 
store the fixings. Lift out the Packing Blocks and set aside. Protect the holes the 
screws were in from ingress of dirt 

Inspect the openings revealed. Note the screws passing horizontally through the bar 
(The Locking Bar) next to the moving parts (The Flaps) 

Remove the screws and store securely. 

The Locking Bars can then be lifted out and should be set aside. 

The Flaps rest in a slot at each end. With the locking bars removed these can be 
lifted out and set aside. Beware of finger traps. 

What remains is the frame. 



Locate the frame precisely where the Client has specified it. Retain it in place. 

This is to be attached securely to the slab using studs supplied. The studs will be 
placed through holes pre drilled in the frame. Holes will be drilled, 75mm deep, in the 
concrete using the Frame Holes as a Template. The studs to be retained by resin 
anchor – not supplied. 

Remove all traces of resin from surface 

It is essential that the resin has cured. Resin curing  is temperature dependent.  

Once the resin has cured place the washers onto the studs and tighten finger tight. 
Excessive tightening will disturb the resin anchor.  

Place a second nut next the first one. Using 2 number open ended spanners lock the 
two nuts together without increasing tension in the stud. 

Clean the frame and especially the slots 

Replace the Flaps 

Re install the Locking Bars and screw these in place. 

Re place the Packing Blocks and screw these in place. 

Make good the Cycleway Surface. It is critical that no materials enter the unit during 
this process.  

For further advice or to ask questions do not hesitate to call Donald Blackburn on 
07739309216 

Thank you 


